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Collection Amigo 

 
Colours:  20 

Grain:  corrected  

Type:  pigmented 

Edition:  1.0 

Extra’s:   user friendly and strong in use 

 

Article Information 

 

Amigo, it’s all in the name, a very friendly collection. 

This article is easy to process, due to a very natural print and thickness of 1,2 – 1,4mm. 

Therefore, suitable for projects, hospitality, and residential usage. 

 

To combine the best of both worlds, we use the biggest southern German hides, and the production takes 

place in a small plant in Italy, the leading leather country in Europe.  

 

All the above merged with the high-quality standards and service of Ohmann, makes this a very attractive 

article.  

 

20 colours available from stock, from half a hide. 

 

Technische gegevens 

 

Raw material:                                  South-German Bull 

Tanning:                                            Mineral 

Hide size average / skin ø:             5,60 sqm 

Thickness:                                         1,2 – 1,4 mm 

Light-fastness:                                  >6 DIN EN ISO 105-B02 

Rubbing strength dry:                     500 cycles >4 DIN EN ISO 11640 

Rubbing strength wet:                    250 cycles >3 DIN EN ISO 11640 

Rubbing strength sweat:                80 cycles >3 DIN EN ISO 11640 

Tear strength:                                   >20 N/mm DIN EN ISO 3377-1 

Flexing endurance:                          20.000 DIN 5402-1 

Adhesion of finish:                           2,5 N/10mm DIN EN ISO 11644 / IUF 470 

PH value:                                           DIN EN ISO 4045 > 3,5 

Flame resistance:                             DIN EN 1021 Part I + II 

                                                            British Standard 5852 1 + 2 

                                                            California 117 – class 1 

 

Neem voor een passend onderhoudsadvies contact op met info@ohmannleather.com of +31 (0) 55 360 26 26.. 
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